
FILL W/GROUT

09 22 16.A, 2 1/2", 18 GA
"Z" FURRING CHANNEL

13 34 19.F
METAL WALL PANEL
SYSTEM W/ ACCESSORIES

13 34 19.J.1
DRIP FLASHING

09 51 13
SEE FINISH 
SCHEDULE

04810.B, 8"
LINTEL BLOCK
FILL W/ 
GROUT

SLOPED 
TOP
BY MANUF.

RETURN 
AIR
GRILLE

CONDENSATE
DRAIN LINE.
REFER TO 
MECH.
DRAWINGS

METAL WALL SLEEVE.
COORDINATE W/ MECH.
CONTRACTOR FOR SIZE
OF WALL OPENING AND
WALL SLEEVE. SHIM &
SEAL ALL AROUND ON
BOTH SIDES OF WALL
AS REQUIRED.

04 20 00.B, 8"
LINTEL BLOCK
FILL W/ 
MORTAR

04810.B, 8"
LINTEL BLOCK
FILL W/ GROUT

07 92 00 CONT.
ALL AROUND

06100.A, AS REQUIRED

07 92 00 CONT.
ALL AROUND

07 21 00.H
PEEL & STICK FLASHING

SUPPLY AIR GRILLE

07 62 00
METAL FLASHING

04 20 00.F

04 20 00.B, 8"

SEE CIVIL DRAWINGS

03 30 00.E

03 30 00.A

03 30 00.C

03 30 00.D

31 20 00.B

03 30 00.D, TURN VAPOR
BARRIER UP AND SEAL AT WALL

04 20 00.H

03 30 00.A
SEE 
STRUCTURE

04 20 00.B, 6" & 8"
FILL W/ GROUT

04 20 00.G
@ 4'-0" O.C.

04 20 00.F

WALL-
HUNG
HVAC UNIT
SEE MECH.
DRAWINGS

MOUNTING
BRACKET
(BEYOND)
BY UNIT
MANUF.

05 50 00, 2 x 2x 1/4
STEEL ANGLE FRAME
TO SUPPORT HVAC UNIT.
BOLT ANGLE TO CMU WALL.
(PAINTED)

HVAC UNIT
SEE MECHANICAL DRAWINGS

ATTACH HVAC UNIT TO STEEL ANGLE FRAME
PER MANUF. INSTRUCTIONS

09 22 16.A, 2 1/2", 18 GA
"Z" FURRING CHANNEL

04 20 00.B, 8"

07 21 OO.G, 1 1/2" RETURN AIROPENING
W/ LINED & INSUALTED
DUCT AND LOUVER

13 34 19.F
METAL WALL PANEL

05 50 00, (2) 2-1/2 x 2-1/2 x 1/4
(WELDED) STEEL ANGLES TO SUPPORT
HVAC UNIT VERTICALLY. (PAINTED)
BOLT ANGLES TO CMU WALL.

TIE 
CONDENSATE 
DRAIN LINES
TO DOWNSPOUT 
PIPE SYSTEM

07 21 00.G, 1 1/2"

04 20 00.B, 8"

04 20 00.B, 8"
LINTEL BLOCK
FILL W/ MORTAR

04 20 00.B, 8"

07 92 00, CONT.
ALL AROUND

07 92 00, CONT.
ALL AROUND

07 92 00 CONT.
ALL AROUND

09 22 16.A, 2 1/2", 18 GA
"Z" FURRING CHANNEL

07 21 00.H
PEEL & STICK FLASHING

07 21 00.G, 1 1/2"

09 22 16.A, 2 1/2", 18 GA
"Z" FURRING CHANNEL

06100.A, AS REQUIRED

13 34 19.J.1
DRIP FLASHING

13 34 19.F
METAL WALL 
PANEL

13 34 19.F
METAL WALL PANEL

THRU-WALL HVAC DUCT
COORDINATE W/ MECH.
CONTRACTOR FOR SIZE
OF WALL OPENING. SHIM
& SEAL ALL AROUND ON
BOTH SIDES OF WALL

FILL W/GROUT

07 21 00.G, 1 1/2"

04 20 00.B, 8"

09 22 16.A, 2 1/2", 18 GA
"Z" FURRING CHANNEL

SEE CIVIL DRAWINGS

03 30 00.E

03 30 00.A

03 30 00.C

03 30 00.D

31 20 00.B

04 20 00.A

03 30 00.A
SEE 
STRUCTURE

04 20 00.B, 6" & 8"
FILL W/ GROUT

ARCHITECTURAL GRILL
FLUSH MOUNT

1 1/2"X1 1/2"X 1/8"
ALUMINUM ANGLE TRIM
ALL AROUND UNIT SET IN
CONSTRUCTION ADHESIVE.
CORNERS SHALL BE MITERED,
WELDED, GROUND SMOOTH
AND GIVEN UNIFORM BRUSHED
ALUMINUM FINISH.

THRU-WALL HVAC UNIT
COORDINATE W/ MECH.
CONTRACTOR FOR SIZE
OF WALL OPENING AND
WALL SLEEVE. SHIM &
SEAL ALL AROUND ON
BOTH SIDES OF WALL
AS REQUIRED.CONDENSATE

DRAIN LINE.
REFER TO 
MECH.
DRAWINGS FOR
REQUIRMENT
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ALUMINUM ANGLE TRIM

06100.A, AS REQUIRED

05 50 00.D,
STEEL ANGLE

07 92 00 CONT.
ALL AROUND

04 20 00.A

13 34 19.F
METAL WALL PANEL

07 21 00.H
PEEL & STICK FLASHING

13 34 19.J.1
DRIP FLASHING

04 20 00.B, 8"
LINTEL BLOCK FILL W/ MORTAR

04 20 00.F

TIE CONDENSATE 
DRAIN LINES
TO DOWNSPOUT 
PIPE SYSTEM

SLOPE 1/4" / FT

FACE OF BUILDING

NOTE: WHERE EQUIPMENT PAD IS SURROUNDED BY
SCREEN WALL SLOPE PAD TOWARD OPENING IN WALL

03 30 00.B
#4 @ 1'-0" 
E.W.

03 30 00.A

07 92 00
MIN. 1/2" DEEP

03 30 00.E

8"SEE MECHANICAL

SEE PLAN

8" MIN. 8" MIN.

2
"

1
'-
0
" 

M
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.

MECHANICAL EQUIPMENT / SEE MECHANICAL
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NOTE:
THIS WALL IS BUILT IN TWO SECTIONS TO ALLOW FOR DEFLECTION OF THE ROOF.

THE UPPER SECTION IS TO BE SUPPORTED BY THE ROOF PURLINS AND SUPPORTS THE FIRE TRAK DEFLECTION SYSTEM CAP.
THE LOWER WALL STUDS FIT WITHIN THE CAP WITHOUT AN ATTACHMENT, SO AS TO ALLOW THE ROOF STRUCTURE TO DEFLECT.

09 22 16.A,
3 5/8" METAL STUDS @ 16" O.C.
EXTEND AS SHOWN ON DETAIL

TOP OF METAL STUD

09 22 16.A,
"FIRE TRAK SHADOWLINE"
6" DEFLECTION SYSTEM BY
FIRE TRAK CORPORATION
OR APPROVED EQUAL

FASTEN GYPSUM BOARD TO METAL
STUDS AT HIGH POINT ONLY
TO ALLOW FOR MOVEMENT OF
UPPER WALL DUE TO DEFLECTION

COPE DRYWALL @ HORIZ.
METAL STUD BRACING.
FIRESTOP WITH MINERAL
WOOL AND SPRAY APPLIED
FIRESTOP COATING.

09 22 16.A,
6" METAL STUDS @ 16" O.C.
EXTEND BETWEEN PURLINS

13 34 19.J
FABRIC LINER W/
STEEL STRAP
SUPPORT

13 34 19.K, INSULATION

13 34 19.C, PURLIN

13 34 19.E, METAL ROOF PANEL

UNFACED MINERAL WOOL BLANKET
OR UNFACED GLASS-FIBER BLANKET

09 29 00, 5/8" TYPE "X"
1 LAYER ON EACH SIDE FOR 1 HOUR WALL.
2 LAYERS ON EACH SIDE FOR 2 HOUR WALL.
EXTEND TIGHT TO UNDERSIDE OF ROOF PANEL
(DO NOT DISTORT METAL ROOF PANELS).
FIRESTOP TOP OF WALL W/ FIRE RATED
GYPSUM COMPOUND GLASS-FIBER CAULK.

09 22 16.A,
3 5/8" METAL STUDS @ 16" O.C.
EXTEND TIGHT TO UNDERSIDE
OF METAL ROOF DECK PANELS

CUT ROOF INSULATION
AS REQUIRED FOR
INSTALLATION OF WALL.
AFTER INSPECTION OF
FIRESTOP AND PAINTING
OF WALL SECURE EDGE
OF BLANKET INSULATION
W/ CONT. 24 GA., 1 1/2" X
7/8" GALV. HAT CHANNELS
ON BOTH SIDES OF WALL

DO NOT FASTEN GYPSUM BOARD
TO METAL STUDS ABOVE THIS POINT
TO ALLOW FOR MOVEMENT OF
UPPER WALL DUE TO DEFLECTION

13 34 19.J
FABRIC LINER W/
STEEL STRAP
SUPPORT

09 22 16.A,
6" METAL STUDS
@ 16" O.C.
EXTEND BETWEEN
PURLINS

NOTE:
THIS WALL IS BUILT IN TWO SECTIONS TO ALLOW FOR DEFLECTION OF THE ROOF.

THE UPPER SECTION IS TO BE SUPPORTED BY THE ROOF PURLINS AND SUPPORTS THE FIRE TRAK DEFLECTION SYSTEM CAP.
THE LOWER WALL STUDS FIT WITHIN THE CAP WITHOUT AN ATTACHMENT, SO AS TO ALLOW THE ROOF STRUCTURE TO DEFLECT.

09 22 16.A,
3 5/8" METAL STUDS @ 16" O.C.
EXTEND AS SHOWN ON DETAIL

TOP OF METAL STUD

09 22 16.A,
"FIRE TRAK SHADOWLINE"
6" DEFLECTION SYSTEM BY
FIRE TRAK CORPORATION
OR APPROVED EQUAL

FASTEN GYPSUM BOARD TO METAL
STUDS AT HIGH POINT ONLY
TO ALLOW FOR MOVEMENT OF
UPPER WALL DUE TO DEFLECTION

COPE DRYWALL @ HORIZ.
METAL STUD BRACING.
FIRESTOP WITH MINERAL
WOOL AND SPRAY APPLIED
FIRESTOP COATING.

13 34 19.K, INSULATION

13 34 19.C, PURLIN

13 34 19.E, METAL ROOF PANEL

UNFACED MINERAL WOOL
BLANKET OR UNFACED
GLASS-FIBER BLANKET

09 29 00, 5/8" TYPE "X"
1 LAYER ON EACH SIDE FOR 1 HOUR WALL.
2 LAYERS ON EACH SIDE FOR 2 HOUR WALL.
EXTEND TIGHT TO UNDERSIDE OF ROOF PANEL
(DO NOT DISTORT METAL ROOF PANELS).
FIRESTOP TOP OF WALL W/ FIRE RATED
GYPSUM COMPOUND GLASS-FIBER CAULK.

09 22 16.A,
3 5/8" METAL STUDS @ 16" O.C.
EXTEND TIGHT TO UNDERSIDE
OF METAL ROOF DECK PANELS

CUT ROOF INSULATION
AS REQUIRED FOR
INSTALLATION OF WALL.
AFTER INSPECTION OF
FIRESTOP AND PAINTING
OF WALL SECURE EDGE
OF BLANKET INSULATION
W/ CONT. 24 GA., 1 1/2" X
7/8" GALV. HAT CHANNELS
ON BOTH SIDES OF WALL

DO NOT FASTEN GYPSUM BOARD
TO METAL STUDS ABOVE THIS POINT
TO ALLOW FOR MOVEMENT OF
UPPER WALL DUE TO DEFLECTION

13 34 19.J
FABRIC LINER W/
STEEL STRAP
SUPPORT
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A303a

1" = 1'-0"
1

TYPICAL DETIAL - WALL HUNG UNIT EXTERIOR NO DUCT MODULAR BRICK

1" = 1'-0"
2

TYPICAL SECTION - THRU WALL DUCT METAL PANEL

1" = 1'-0"
3

TYPICAL SECTION - THRU WALL HVAC UNIT BRICK MODULAR NO WINDOW

1" = 1'-0"
4

TYPICAL DETAIL - MECHANICAL PAD

1 1/2" = 1'-0"
5

TYPICAL DETAIL - FIRESTOP DEFLECTION

1 1/2" = 1'-0"
6

TYPICAL DETAIL - FIRESTOP DEFLECTION 2
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