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CERTIFIED PERSON:

REBECCA R. KIRK, ASLA

LEVEL II CERTIFIED

DESIGN PROFESSIONAL

CERTIFICATION #: 0000011106

ISSUED: 05/18/2018

EXPIRES: 05/18/2021

24-HOUR CONTACT:

PRIMARY PERMITTEE:

SITE DATA:

SURROUNDING LAND USE:

CURRENT SITE USE:

PROPOSED SITE USE:

TOTAL TRACK ACRES:

ACRES DISTURBED:

LAND LOT:

DISTRICT:

SCHOOL

WOODS

SCHOOL

272

9th

43.57

0.66

SITE DATA:

EROSION, SEDIMENTATION & POLLUTION CONTROL PLAN CHECKLIST AND GENERAL NOTES: PAGE 1

START DATE:05/13/2019

CONSTRUCTION SCHEDULE

COMPLETION:09/31/2019

ACTIVITY:

CONSTRUCTION EXIT

PHASE 1:  EROSION CONTROL MEASURES

SILT FENCE / DIVERSION DITCHES / INLET TRAPS

TEMP. SEDIMENT BASIN

CLEARING & GRUBBING

SITE INSPECTION BY SOUTHERN A&E, LLC

CUT & FILL

STORM DRAINAGE SYSTEM

UTILITY INSTALLATION

PHASE 2:  EROSION CONTROL MEASURES

MULCHING / TEMPORARY GRASSING

INLET TRAPS / SILT FENCE

CONSTRUCTION

MAINT. OF EROSION CONTROL MEASURES

STORM SYSTEM CLEANING

PERMANENT VEGETATION

LANDSCAPING / FINAL STABILIZATION AND CLEANUP

WEEKS

1

2 3 4 5 6 7 8 9

1
0

1
1

1
6

* NOTE:  THE DESIGN PROFESSIONAL (SAE) WHO PREPARED THE PLAN MUST INSPECT

THE INITIAL SEDIMENT STORAGE REQUIREMENTS AND PERIMETER CONTROL BMPS IN

ACCORDANCE WITH PART V.A.2 OF GAR100001.

THE TOTAL DISTURBED AREA FOR THIS PROJECT IS _____________  THAN 50 ACRES.
LESS

SOILS INFORMATION SITE ADDRESS:

APRIL 8, 2019

SEE SHEET C101 FOR DELINEATION

-SEE ALL CIVIL DESIGN SHEETS FOR REVISION INFORMATION IN TITLEBLOCK

-THE NATURE OF CONSTRUCTION ACTIVITY FOR THIS PROJECT IS:

BUILDING ADDITION, NEW PARKING AND DRIVE.
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ADDITIONS TO UNION COUNTY H.S. 153 PANTHER CIRCLE

BLAIRSVILLE, UNION COUNTY

1

1 1

PHASE 3:  EROSION CONTROL MEASURES
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-WASTE MATERIALS SHALL NOT BE DISCHARGED TO WATERS OF THE STATE, EXCEPT AS AUTHORIZED BY A
SECTION 404 PERMIT. ANY DISPOSAL OF SOLID WASTE TO WATERS OF THE STATE IS PHOHIBITED UNLESS
AUTHORIZED BY A SECTION 404 PERMIT.

WASTE MATERIALS
-ALL WASTE MATERIALS WILL BE COLLECTED AND STORED IN A SECURELY LIDDED METAL DUMPSTER.
THE DUMPSTER WILL MEET ALL SOLID WASTE MANAGEMENT REGULATIONS.  ALL TRASH AND CONSTRUCTION
DEBRIS FROM THE SITE WILL BE DEPOSITED IN THE DUMPSTER.  THE DUMPSTER WILL BE EMPTIED A MINIMUM
OF ONCE PER WEEK OR MORE OFTEN IF NECESSARY AND TRASH WILL BE HAULED AS REQUIRED BY LOCAL
REGULATIONS.  NO CONSTRUCTION WASTE WILL BE BURIED ON-SITE. ALL PERSONNEL WILL BE INSTRUCTED
ON PROPER PROCEDURES FOR WASTE DISPOSAL. A NOTICE STATING THESE PRACTICES WILL BE POSTED AT
THEJOBSITE AND THE CONTRACTOR WILL BE RESPONSIBLE FOR SEEING THAT THESE PROCEDURES ARE
FOLLOWED.

HAZARDOUS WASTES
-ALL HAZARDOUS WASTE MATERIALS WILL BE DISPOSED OF IN THE MANNER SPECIFIED BY LOCAL, STATE
AND/OR FEDERAL REGULATIONS AND BY THE MANUFACTURER OF SUCH PRODUCTS.  THE JOB SITE
SUPERINTENDENT, WHO WILL ALSO BE RESPONSIBLE FOR SEEING THAT THESE PRACTICES ARE FOLLOWED,
WILL INSTRUCT SITE PERSONNEL IN THESE PRACTICES.  MATERIAL SAFETY DATA SHEETS (MSDS) FOR EACH
SUBSTANCE WITH HAZARDOUS PROPERTIES THAT IS USED ON THE JOB SITE WILL BE OBTAINED AND USED FOR
THE PROPER MANAGEMENT OF POTENTIAL WASTES THAT MAY RESULT FROM THESE PRODUCTS.  AN MSDS
WILL BE POSTED IN THE IMMEDIATE AREA WHERE SUCH PRODUCT IS STORED AND/OR USED AND ANOTHER
COPY OF EACH MSDS WILL BE MAINTAINED IN THE ESPCP FILE AT THE JOB SITE CONSTRUCTION TRAILER
OFFICE.  EACH EMPLOYEE WHO MUST HANDLE A SUBSTANCE WITH HAZARDOUS PROPERTIES WILL BE
INSTRUCTED ON THE USE OF MSDS SHEETS AND THE SPECIFIC INFORMATION IN THE APPLICABLE MSDS FOR
THE PRODUCT HE/SHE IS USING, PARTICULARLY REGARDING SPILL CONTROL TECHNIQUES.
-THE CONTRACTOR WILL IMPLEMENT THE SPILL PREVENTION CONTROL AND COUNTERMEASURES (SPCC) PLAN
FOUND IN THIS ESPCP AND WILL TRAIN ALL PERSONNEL IN THE PROPER CLEANUP AND HANDLING OF SPILLED
MATERIALS.  NO SPILLED HAZARDOUS MATERIALS OR HAZARDOUS WASTES WILL BE ALLOWED TO COME IN
CONTACT WITH STORM WATER DISCHARGES.  IF SUCH CONTACT OCCURS, THE STORM WATER DISCHARGE
WILL BE CONTAINED ON SITE UNTIL APPROPRIATE MEASURES IN COMPLIANCE WITH STATE AND FEDERAL
REGULATIONS ARE TAKEN TO DISPOSE OF SUCH CONTAIMINATED STORMWATER.  IT SHALL BE THE
RESPONSIBILITY OF THE JOB SITE SUPERINTENDENT TO PROPERLY TRAIN ALL PERSONNEL IN THE USE OF THE
SPCC PLAN.

SANITARY WASTES
-A MINIMUM OF ONE PORTABLE SANITARY UNIT WILL BE PROVIDED FOR EVERY TEN WORKERS ON THE SITE.
ALL SANITARY WASTE WILL BE COLLECTED FROM THE PORTABLE UNITS A MINIMUM OF ONE TIME PER WEEK BY
A LICENSED PORTABLE FACILITY PROVIDER IN COMPLIANCE WITH LOCAL AND STATE REGULATIONS.
-ALL SANITARY WASTE UNITS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE UNIT
CONTRIBUTING TO STORM WATER DISCHARGE IN NEGLIGIBLE.  ADDITIONAL CONTAINMENT BMP'S MUST BE
IMPLEMENTED, SUCH AS GRAVEL BAGS OR SPECIALLY DESIGNED PLASTIC SKID CONTAINERS AROUND THE
BASE, TO PREVENT WASTES FROM CONTRIBUTING TO STORM WATER DISCHARGES.  THE LOCATION OF
SANITARY WASTE UNITS MUST BE IDENTIFIED ON THE EROSION CONTROL PLAN GRADING PHASE, BY THE
CONTRACTOR ONCE THE LOCATIONS HAVE BEEN DETERMINED.
THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND
SEDIMENT CONTROL MEASURES AND PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.
EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES.  IF FULL IMPLEMENTATION OF THE
APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND
SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.
-"ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL
 BE STABILIZED WITH MULCH OR TEMPORARY SEEDING."
THE CONSTRUCTION ACTIVITY FOR THIS PROJECT _____________WITHIN 1 MILE UPSTREAM
FROM A "BIO F" OR BIO M IMPAIRED STREAM SEGMENT. SEE APPENDIX 1 ON SHEET C202.

 IS NOT

THE SITE  IS  GREATER THAN 1 MILE , NO TMDL IMPLEMENTATION PLAN

CONCRETE WASH DOWN AT THIS SITE IS ALLOWED. SEE DETAIL ON SHEET C503.
WASHOUT OF THE DRUM AT THE CONSTRUCTION SITE IS PROHIBITED.
CONTRACTOR SHALL BUILD WASH DOWN AT CONSTRUCTION EXIT TO WASH THE CHUTE, HOPPER AND REAR
OF VEHICLE.  CONTRACTOR SHALL COORDINATE WITH SITE SUPERINTENDENT TO EXCAVATE A PIT DEEP
ENOUGH TO CONTAIN THE  WASHDOWN WATER.  MAKE SURE WASHDOWN WATER GOES INTO AND STAYS IN
THE PIT. COORDINATE  WITH SITE SUPERINTENDENT TO FILL IN PIT AND SMOOTH OUT GROUND.  SEE DETAIL
SHEETS FOR WASH DOWN DETAIL.
PETROLEUM SPILLS & LEAKS CLEANUP BMPs:
-LOCAL, STATE AND MANUFACTURER'S RECOMMENDED METHODS FOR SPILL CLEANUP WILL BE CLEARLY
POSTED AND PROCEDURES WILL BE MADE AVAILABLE TO SITE  PERSONNEL. MATERIAL AND EQUIPMENT
NECESSARY FOR SPILL CLEANUP WILL BE KEPT IN THE MATERIAL STORAGE AREAS.  TYPICAL MATERIALS AND
EQUIPMENT INCLUDES, BUT IS NOT LIMITED TO, BROOMS, DUSTPANS, MOPS,  RAGS, GLOVES, GOGGLES, CAT
LITTER, SAND, SAWDUST, AND PROPERLY LABELED PLASTIC AND METAL CONTAINERS.  SPILL PREVENTION
PRACTICES AND PROCEDURES WILL BE REVIEWED AFTER A SPILL AND ADJUSTED AS NECESSARY TO PREVENT
FUTURE SPILLS.  ALL SPILLS WILL BE CLEANED UP IMMEDIATELY UPON DISCOVERY.  ALL SPILLS WILL BE
REPORTED AS REQUIRED BY LOCAL, STATE, AND FEDERAL REGULATIONS.  FOR SPILLS THAT IMPACT SURFACE
WATER LEAVE A SHEEN ON SURFACE WATER), THE NATIONAL RESPONSE CENTER (NRC) WILL BE CONTACTED
WITHIN 24 HOURS AT 1-800-424-8802.  FOR SPILLS OF AN UNKOWN AMOUNT, THE NATIONAL CENTER (NRC) WILL
BE CONTACTED WITH 24 HOURS AT 1-800-424-8802.  FOR SPILLS GREATER THAN 25 GALLONS AND NO SURFACE
WATER IMPACTS, THE GEORGIA EPD WILL BE CONTACTED WITHIN 24 HOURS 800-241-4113. FOR SPILLS LESS
THAN 25 GALLONS AND NO SURFACE WATER IMPACTS, THE SPILL WILL BE CLEANED UP AND LOCAL AGENCIES
WILL BE CONTACTED AS REQUIRED.  THE CONTRACTOR SHALL NOTIFY THE LICENSED PROFESSIONAL WHO
PREPARED THIS PLAN IF MORE THAN 1320 GALLONS OF PETROLEUM IS STORED ON SITE (THIS INCLUDES
CAPACITIES OF EQUIPMENT) OR IF ANY ONE PIECE OF EQUIPMENT HAS A CAPACITY GREATER THAN 660
GALLONS.  THE CONTRACTOR WILL NEED A SPILL PREVENTION CONTAINMENT AND COUNTERMEASURES PLAN
PREPARED BY THAT LICENSED PROFESSIONAL.
THE FOLLOWING MEASURES INSTALLED DURING CONSTRUCTION WILL CONTROL POLLUTANTS AFTER
CONSTRUCTION IS COMPLETE:
PERMANENT NATURAL TURF GRASSING WILL BE INSTALLED AROUND THE PERIMETER OF THE PARKING LOT.
WATER QUALITY WILL CONTINUE TO EXIST FROM SURROUNDING GRASS/NATURAL AREAS. ALONG WITH THE
POND.  OUTLET PROTECTION SHALL BE INSTALLED AT THE OUTLET OF THE POND.  UNDISTURBED NATURAL
WEEDGROWTH AND GRASS AREAS WILL EXIST TO POLISH RUNOFF AS WELL.
DESCRIPTION OF PRACTICES TO PROVIDE COVER FOR BUILDING MATERIALS AND BUILDING PRODUCTS
ONSITE:
PLASTIC WILL BE USED COVER MATERIALS SUCH AS CONCRETE BLOCK, BRICK, MORTAR MIX, SAND & GRAVEL.
STEEL WILL BE NOT COVERED AND PRODUCTS AND MATERIALS USED BY TRADES SUCH AS ELECTRICIANS
AND PLUMBERS WILL BE IN TEMPORARY STORAGE CONTAINERS.

CONSTRUCTION SEQUENCE/SCHEDULE

1.  CONTRACTOR TO FILE NOTICE OF INTENT 14 DAYS PRIOR TO THE START OF LAND DISTURBING
     ACTIVITIES.
2.  INSTALL CONSTRUCTION ENTRANCE/EXIT.
3.  INSTALL SILT FENCE/TREE PROTECTION FENCE.
4.  INSTALL SEDIMENT STORAGE COMPLETE WITH ALL SILT FENCE, RIP-RAP
     SPILLWAYS AND RIP-RAP AT TRAP OUT-FALLS.
5.  INSTALL MONITORING EQUIPMENT IF APPLICABLE.
6.  NOTIFY BECKY KIRK AT SOUTHERN A & E, LLC, 72-HRS PRIOR TO THE REQUIRED
    (7)-DAY INSPECTION.  770-819-7777
7.  STABILIZE AND SEED SEDIMENT TRAP BERMS, DAMS AND SLOPES.
8.  INSTALL DIVERSION DITCHES TO DIRECT STORM WATER TO SEDIMENT TRAPS.
9.  INSTALL CHECK DAMS AND ADDITIONAL SILT FENCES.
10. GRADE SITE AND STABILIZE CUT AND FILL SLOPES SEQUENTIALLY AS GRADING
      PROGRESSES.  PROVIDE TEMPORARY SEDIMENT TRAPS OR BASINS AS NEEDED
      AS GRADING PROGRESSES.
11. INSTALL SEDIMENT CONTROL MEASURES AROUND INLETS AND RIP-RAP AT HEADWALLS.
12. INSTALL PERMANENT GRASSING ON REMAINDER OF EXPOSED SITE.
13. INSPECT AND REPAIR SILT FENCE AND EROSION CONTROL DEVICES DAILY,
     AND AFTER EACH RAIN EVENT AT A MINIMUM.
14. AT COMPLETION, REMOVE ALL SEDIMENT AND SILT FROM ALL PIPES,STRUCTURES AND PONDS.
15. FILE NOTICE OF TERMINATION WITH THE APPROVAL OF SOUTHERN A & E, LLC.

(1).  EACH DAY WHEN ANY TYPE OF CONSTRUCTION ACTIVITY HAS TAKEN PLACE AT A PRIMARY PERMITTEE'S
SITE, CERTIFIED PERSONNEL PROVIDED BY THE PRIMARY PERMITTEE SHALL INSPECT: (a)  ALL AREAS AT THE
PRIMARY PERMITTEE'S SITE WHERE PETROLEUM PRODUCTS ARE STORED, USED, OR HANDLED FOR SPILLS
AND LEAKS FROM VEHICLES AND EQUIPMENT AND ALL LOCATIONS AT THE PRIMARY PERMITTEE'S SITE WHERE
VEHICLES ENTER OREXIT THE SITE FOR EVIDENCE OF OFF-SITE SEDIMENT TRACKING.. THESE INSPECTIONS
MUST BE CONDUCTED UNTIL A NOTICE OF TERMINATION IS SUBMITTED.
(2). MEASURE RAINFALL ONCE EVERY 24 HOURS EXCEPT ANY NON-WORKING SATURDAY, NON-WORKING
SUNDAY AND NON-FEDERAL HOLIDAY UNTIL A NOTICEOF TERMINATION IS SUBMITTED. MEASUREMENT OF
RAINFALL MAYBE SUSPENDEDIF ALL AREAS OF THE SITE HAVE UNDERGONE FINAL STABILIZATION OR
ESTABLISHED A CROP OF ANNUAL VEGETATION AND A SEEDING OF TARGET PERENNIALS APPROPRIATE FOR
THE REGION.
(3). CERTIFIED PERSONNEL (PROVIDED BY THE PRIMARY PERMITTEE) SHALL INSPECT THE FOLLOWING AT
LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A STORM THAT IS 0.5
INCHES RAINFALL OR GREATER (UNLESS SUCH STORM ENDS AFTER 5:00 PM ON ANY FRIDAY OR ON ANY
NON-WORKING SATURDAY, NON-WORKING SUNDAY OR ANY NON-WORKING FEDERAL HOLIDAY IN WHICH CASE
THE INSPECTION SHALL BE COMPLETED BY THE END OF THE NEXT BUSINESS DAY AND/OR WORKING DAY,
WHICHEVER OCCURS FIRST): (a) DISTURBED AREAS OF THE PRIMARY PERMITTEE'S CONSTRUCTION SITE;
(b) AREAS USED BY THE PRIMARY PERMITTEE FOR STORAGE OF MATERIALS THAT ARE EXPOSED TO
PRECIPITATION; AND
(c) STRUCTURAL CONTROL MEASURES. EROSION AND SEDIMENT CONTROL MEASURES IDENTIFIED IN THE
PLAN APPLICABLE TO THE PRIMARY PERMITTEE'S SITE SHALL BE OBSERVED TO ENSURE THAT THEY ARE
OPERATING CORRECTLY.  WHERE DISCHARGE LOCATIONS OR POINTS ARE ACCESSIBLE, THEY SHALL BE
INSPECTED TO ASCERTAIN WHETHER EROSION CONTROL MEASURES ARE EFFECTIVE IN PREVENTING
SIGNIFICANT IMPACTS TO RECEIVING WATER(S). FOR AREAS OF A SITE THAT HAVE UNDERGONE FINAL
STABLIZATION OR ESTABLISHED A CROP OF ANNUAL VEGETATION AND A SEEDINGOF TARGET PERENNIALS
APPROPRIATE FOR THE REGION, THE PERMITTEE MUST COMPLY WITH PART IV.D.4.a.
(4). THESE INSPECTIONS MUST BE CONDUCTED UNTIL A NOTICE OF TERMINATIONIS SUBMITTED.
(4).  CERTIFIED PERSONNEL (PROVIDED BY THE PRIMARY PERMITTEE) SHALL INSPECT AT LEAST ONCE PER
MONTH DURING THE TERM OF THIS PERMIT (i.e., UNTIL A NOTICE OF TERMINATION IS RECEIVED BY EPD) THE
AREAS OF THE SITE THAT HAVE UNDERGONE FINAL STABLIZATION OR ESTABLISHED A CROP OF ANNUAL
VEGETATION AND A SEEDING OF TARGET PERENNIALS APPROPRIATE FOR THE REGION.  THESE AREAS SHALL
BE INSPECTED FOR EVIDENCE OF, OR THE POTENTIAL FOR, POLLUTANTS ENTERING THE DRAINAGE SYSTEM
AND THE RECEIVING WATER(S).  EROSION AND SEDIMENT CONTROL MEASURES IDENTIFIED IN THE PLAN SHALL
BE OBSERVED TO ENSURE THAT THEY ARE OPERATING CORRECTLY.  WHERE DISCHARGE LOCATIONS OR
POINTS ARE ACCESSIBLE, THEY SHALL BE INSPECTED TO ASCERTAIN WHETHER EROSION CONTROL MEASURES
ARE EFFECTIVE IN PREVENTING SIGNIFICANT IMPACTS TO RECEIVING WATER(S).

(5). BASED ON THE RESULTS OF EACH INSPECTION, THE SITE DESCRIPTION AND THE POLLUTION PREVENTION
AND CONTROL MEASURES IDENTIFIED IN THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN, THE
PLAN SHALL BE REVISED AS APPROPRIATE NOT LATER THAN SEVEN (7) CALENDAR DAYS FOLLOWING EACH
INSPECTION.  IMPLEMENTATION OF SUCH CHANGES SHALL BE MADE AS SOON AS PRACTICAL BUT IN NO CHASE
LATER THAN SEVEN (7) CALENDAR DAYS FOLLOWING EACH INSPECTION.

(6). A REPORT OF EACH INSPECTION THAT INCLUDES THE NAME(S) OF CERTIFIED PERSONNEL MAKING EACH
INSPECTION, THE DATE(S) OF EACH INSPECTION, CONSTRUCTION PHASE (ie INITIAL, INTERMEDIATE OR
FINAL),MAJOR OBSERVATIONS RELATING TO THE IMPLEMENTATION OF THE EROSION, SEDIMENTATION AND
POLLUTION CONTROL PLAN, AND ACTIONS TAKEN IN ACCORDANCE WITH PART IV.D.4a.(5). OF THE PERMIT
SHALL BE MADE AND RETAINED AT THE SITE OR BE READILY AVAILABLE AT THE DESIGNATED ALTERNATE
LOCATION UNTIL THE ENTIRE SITE OR THAT PORTION OF A CONSTRUCTION PROJECT THAT HAS BEEN PHASED
HAS UNDERGONE FINAL STABILIZATION AND A NOTICE OF TERMINATION IS SUBMITTED TO EPD. SUCH
REPORTS SHALL READILY AVAILABLE BY END OF THE SECOND BUSINESS DAY AND/OR WORKING DAY AND
SHALL IDENTIFY ALL INCIDENTS OF BEST MANAGEMEENT PRACTICES THAT HAVE NOT BEEN PROPERLY
INSTALLED AND/OR MAINTAINED AS DESCRIBED IN THE PLAN. WHERE THE REPORT DOES NOT IDENTIFY ANY
INCIDENTS, THE INSPECTION REPORT SHALL CONTAIN A CERTIFICATION THAT THE BEST MANAGEMENT
PRACTICES ARE IN COMPLIANCE WITH THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN.  THE
REPORT SHALL BE SIGNED IN ACCORDANCE WITH PART V.G.2 OF THIS PERMIT.

Part  IV.D.4.a. PERMITTEE REQUIRMENTS.

d. SAMPLING FREQUENCY - CONTINUED

7. NON-STORM WATER DISCHARGES. EXCEPT FOR FLOWS FROM FIRE FIGHTING ACTIVITIES,
SOURCES OF NON-STOMR WATER LISTED IN PART III.A.2. OF THIS PERMIT THAT ARE COMBINED
WITH STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIVITY MUST BE
IDENTIFIED IN THE PLAN. THE PLAN SHALL IDENTIFY AND ENSURE THE IMPLEMENTATION OF
APPROPRIATE POLLUTION PREVENTION MEASURES FOR THE NON-STORM WATER COMPONENT(S)
OF THE DISCHARGE.

E. REPORTING.

1. THE APPLICABLE PERMITTEES ARE REQUIRED TO SUBMIT THE SAMPLING RESULTS TO THE
EPD AT THE ADDRESS SHOWN IN PART II.C. BY THE FIFTEENTH DAY OF THE MONTH FOLLOWING
THE REPORTING PERIOD.  REPORTING PERIODS ARE MONTHS DURING WHICH SAMPLES ARE
TAKEN IN ACCORDANCE WITH THIS PERMIT. SAMPLING RESULTS SHALL  BE IN A CLEARLY LEGIBLE
FORMAT. UPON WRITTEN NOTIFICATION, EPD MAY REQUIRE THE APPLICABLEP ERMITTEE TO
SUBMIT THE SAMPLING RESULTS ON A MORE FREQUENT BASIS. SAMPLING AND ANALYSIS OF ANY
STORMWATER DISCHARGE(S) OR THE RECEIVING WATER(S) BEYOND THE MINIMUM FREQUENCY
STATED IN THIS PERMIT MUST BE REPORTED IN A SIMILAR MANNER TO THE EPD. THE SAMPLING
REPORTS MUST BE SIGNED IN ACCORDANCE WITH PART V.G.2 SAMPLING REPORTS MUST BE
SUBMITTED TO EPD UNTIL SUCH TIME AS A NOT IS SUBMITTED IN ACCORDANCE WITH PART VI.

2. ALL SAMPLING REPORTS SHALL INCLUDE THE FOLLOWING INFORMATION:

A. THE RAINFALL AMOUNT, DATE, EXACT PLACE AND TIME OF SAMPLING OR MEASUREMENTS;
B. THE NAME(S) OF THE CERTIFIED PERSONEL WHO PERFORMED THE SAMPLING AND
MEASUREMENTS;
C. THE DATE(S) ANALYSES WERE PERFORMED;
D. THE TIME(S) ANALYSES WERE INITIATED;
E. THE NAME(S) OF THE CERTIFIED PERSONEL WHO PERFORMED THE ANALYSES;
F. REFERENCES AND WRITTEN PROCEDURES, WHEN AVAILABLE, FOR THE ANALYTICAL
TECHNIQUES OR METHODS USED;
G. THE RESULTS OF SUCH ANALYSES, INCLUDING THE BENCH SHEETS, INSTRUMENT
READOUTS, COMPUTER DISKS OR TAPES, ETC., USED TO DETERMINE THESE RESULTS.
H. RESULTS WHICH EXCEED 1000 NTU SHALL BE REPORTED AS "EXCEEDS 1000 NTU:" AND
I. CERTIFICATION STATEMENT THAT SAMPLING WAS CONDUCTED AS PER THE PLAN.
3. ALL WRITTEN CORRESPONDENCE REQUIRED BY THIS PERMIT SHALL BE SUBMITTED BY
RETURN RECEIPT CERTIFIED MAIL (OR SIMILAR SERVICE) TO THE APPROPRIATE DISTRICT OFFICE
OF THE EPD ACCORDING TO THE SCHEDULE IN APPENDIX A OF THIS PERMIT. THE PERMITTEE
SHALL RETAIN A COPY OF THE PROOF OF SUBMITTAL AT THE CONSTRUCTION SITE OR THE
PROOF OF SUBMITTAL SHALL BE READILY AVAILABLE AT A DESIGNATED LOCATION FROM
COMMENCEMENTS OF CONSTRUCTION UNTIL SUCH TIME AS A NOT IS SUBMITTED IN
ACCORDANCE WITH PART VI IF AN ELECTRONIC SUBMITTAL IS PROVIDED BY EPD THEN THE
WRITTEN CORRESPONDENCE MAY BE SUBMITTED ELECTRONICALLY; IF REQUIRED, A PAPER COPY
MUST ALSO BE SUBMITTED BY RETURN RECEIPT CERTIFIED MAIL OR SIMILAR SERVICE.

MAIL REPORTS TO THE FOLLOWING FOR UNION COUNTY:
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MOUNTAIN DISTRICT- CARTERSVILLE OFFICE
GEORGIA ENVIRONMENTAL PROTECTION DIVISION
P.O. BOX 3250
CARTERSVILLE, GA 30120-1705

DESCRIPTION OF PRACTICES THAT WILL BE USED TO REDUCE THE POLLUTANTS IN STORM WATER
DISCHARGES:
PRACTICES THAT WILL BE USED INCLUDE PERMANENT VEGETATION INCLUDING GRASSING, AND NEW
NATURAL AREAS AS WELL AS EXISTING UNDISTURBED NATURAL GRASS/WEED AREAS THAT WILL EXIST TO
POLISH RUNOFF.

28

d. SAMPLING FREQUENCY

(1).  THE PRIMARY PERMITTEE MUST SAMPLE IN ACCORDANCE WITH THE PLAN AT LEAST ONCE FOR EACH
RAINFALL EVENT DESCRIBED BELOW.  FOR A QUALIFYING EVENT, THE PERMITTEE SHALL SAMPLE AT THE
BEGINNING OF ANY STORMWATER DISCHARGE TO A MONITORED RECEIVING WATER AND/OR FROM A
MONITORED OUTFALL LOCATION WITHIN IN FORTY-FIVE (45) MINUTES OR AS SOON AS POSSIBLE.
(2). HOWEVER, WHERE MANUAL AND AUTOMATIC SAMPLING ARE IMPOSSIBLE (AS DEFINED IN THIS PERMIT), OR
ARE BEYOND THE PERMITTEES CONTROL, THE PERMITTE SHALL TAKE SAMPLES AS SOON AS POSSIBLE,BUT IN
NO CASE MORE THAN TWELVE (12) HOURS AFTER THE BEGINNING OF THE STORM WATER DISCHARGE.
(3). SAMPLING BY THE PERMITTEE SHALL OCCUR FOR THE FOLLOWING QAULIFYING EVENTS:

(a). FOR EACH AREA OF THE SITE THAT DISCHARGES TO A RECEIVING WATER OR FROM AN OUTFALL, THE
FIRST RAIN EVENT THAT REACHES OR EXCEEDS 0.5" WITH A STORM WATER DISCHARGE THAT OCCURS DURING
NORMAL BUSINESS HOURS AS DEFINED IN THIS PERMIT AFTER ALL CLEARING AND GRUBBING AND OPERATIONS
HAVE BEEN COMPLETED, BUT PRIOR TO COMPLETION OF MASS GRADING OPERATIONS, IN THE DRAINAGE AREA
OF THE LOCATION SELECTED AS THE SAMPLING LOCATION,

(b). IN ADDITION TO (a) ABOVE, FOR EACH AREA OF THE ISTE THAT DISCHARGES TO A RECEIVING WATER
OR FROM AN OUTFALL, THE FIRST RAIN EVENT THAT REACHES OR EXCEEDS 0.5 INCH WITH A STORMWATER
DISCHARGE THAT OCCURS DURING NORMAL BUSINESS HOURS AS DEFINED IN THIS PERMIT EITHER 90 DAYS
AFTER THE FIRST SAMPLING EVENT OR AFTER ALL MASS GRADING OPERATIONS HAVE BEEN COMPLETED, BUT
PRIOR TO SUBMITTAL OF A NOT, IN THE DRAINAGE AREA OF THE LOCATION SELECTED AS THE SAMPLING
LOCATION, WHICHEVER COMES FIRST;

(c). AT THE TIME OF SAMPLING PERFORMED PURSUANT TO (a) (b) ABOVE, IF BMPs IN ANY AREA OF THE
SITE THAT DISCHARGE TO A RECEIVING WATER OR FROM AN OUTFALL ARE NOT PROPERLY DESIGNED,
INSTALLED AND MAINTAINED, CORRECTIVE ACTION SHALL BE DEFINED AND IMPLEMENTED WITHIN (2) BUSINESS
DAYS, AND TURBIDITY SAMPLES SHALL BE TAKEN FROM DISCHARGES FROM THAT AREA OF THE SITE FOR EACH
SUBSEQUENT RAIN EVENT THAT REACHES OR EXCEEDS 0.5" DURING NORMAL BUSINESS HOURS* UNTIL THE
SELECTED TURBIDITY STANDARD IS ATTAINED, OR UNTIL POST STORM EVENT INSPECTIONS DETERMINE THAT
BMPs ARE PROPERLY DESIGNED, INSTALLED AND MAINTAINED;

(d). WHERE SAMPLING PURSUANT TO (a), (b), OR (c) ABOVE IS REQUIRED BUT NOT POSSIBLE (OR NOT
REQUIRED BECAUSE THERE WAS NO DISCHARGE), THE PERMITTEE, IN ACCORDANCE WITH PART IV.D.4.a(6),
MUST INCLUDE A WRITTEN JUSTIFICATION IN THE INSPECTION REPORT OF WHY SAMPLING WAS NOT
PERFORMED. PROVIDING THIS JUSTIFICATION DOES NOT RELIEVE THE PERMITTEE ANY SUBSEQUENT SAMPLING
OBLIGATIONS UNDER (a), (b) OR (c) ABOVE; AND

(e). EXISTING CONSTRUCTION ACTIVITIES, i.e., THOSE THAT ARE OCCURRING ON OR BEFORE THE
EFFECTIVE DATE OF THIS PERMIT, THAT HAVE MET THE SAMPLING REQUIRED BY THE (a) ABOVE SHALL SAMPLE
IN ACCORDANCE WITH (b).  THOSE EXISTING CONSTRUCTION ACTIVITIES THAT HAVE MET THE SAMPLING
REQUIRED BY (b) ABOVE SHALL NOT BE REQUIRED TO CONDUCT ADDITIONAL SAMPLING OTHER
THAN BY (c) ABOVE SHALL NOT BE REQUIRED TO CONDUCT ADDITIONAL SAMPLING OTHER THAN AS REQUIRED
BY (c) ABOVE.

*NOTE THE THE PERMITTEE MAY CHOOSE TO MEET THE REQUIREMENTS OF (a) AND (b) ABOVE BY COLLECTING
TURBIDITY SAMPLES FROM ANY RAIN EVENT THAT REACHES OR EXCEEDS 0.5" AND ALLOWS FOR SAMPLING AT
ANY TIME OF THE DAY OR WEEK.

OUTFALL       DIFFERENCE OF UP AND DOWN STREAM         BOTH

PETROLEUM BASED PRODUCTS - CONTAINERS FOR PRODUCTS SUCH AS FUELS, LUBRICANTS, AND

TARS WILL BE INSPECTED DAILY FOR LEAKS AND SPILLS.  THIS INCLUDES ONSITE VEHICLES AND

MACHINERY DAILY INSPECTIONS AND REGULAR PREVENTATIVE MAINTENANCE OF SUCH EQUIPMENT.

EQUIPMENT MAINTENANCE AREAS WILL BE LOCATED AWAY FROM STATE WATERS, NATURAL DRAINS,

AND STORM WATER DRAINAGE INLETS.  IN ADDITION, TEMPORARY FUELING TANKS SHALL HAVE A

SECONDARY CONTAINMENT LINER TO PREVENT/MINIMIZE SITE CONTAMINATION. DISCHARGE OF OILS,

FUELS, AND LUBRICANTS IS PROHIBITED. PROPER DISPOSAL METHODS WILL INCLUDE COLLECTION IN A

SUITABLE CONTAINER AND DISPOSAL AS REQUIRED BY LOCAL AND STATE REGULATIONS.

PAINTS/FINISHES/SOLVENTS - ALL PRODUCTS WILL BE STORED IN TIGHTLY SEALED ORIGINAL

CONTAINERS WHEN NOT IN USE.  EXCESS PRODUCT WILL NOT BE DISCHARGED TO THE STORM WATER

COLLECTION SYSTEM.  EXCESS PRODUCT, MATERIALS USED WITH THESE PRODUCTS, AND PRODUCT

CONTAINERS WILL BE DISPOSED OF ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND

RECOMMENDATIONS.

CONCRETE TRUCK WASHING - NO CONCRETE TRUCKS WILL BE ALLOWED TO WASH OUT OR DISCHARGE

SURPLUS CONCRETE OR DRUM WASH WATER ONSITE.

FERTILIZER/HERBICIDES - THESE PRODUCTS WILL BE APPLIED AT RATES THAT DO NOT EXCEED THE

MANUFACTURER'S SPECIFICATIONS OR ABOVE THE GUIDELINES SET FORTH IN THE CROP

ESTABLISHMENT OR IN THE GSWCC MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA.  ANY

STORAGE OF THESE MATERIALS WILL BE UNDER ROOF IN SEALED CONTAINERS.

BUILDING MATERIALS - NO BUILDING OR CONSTRUCTION MATERIALS WILL BE BURIED OR DISPOSED OF

ONSITE.  ALL SUCH MATERIAL WILL BE DISPOSED OF IN PROPER WASTE DISPOSAL PROCEDURES.

VICINITY MAP / NO SCALE  - SEE ABOVE MAP AND COVER SHEET FOR ADDITIONAL MAPS.
-SEE THE HYDROLOGY REPORT'S WATERSHED PLANS FOR RECEIVING WATERS INFORMATION
RECEIVING WATERS FOR THE BUILDING AND THE NEW DRIVEWAY INCLUDE AN EXISTING DRAINAGE DITCH
THE DRAINS INTO AN UNNAMED TRIBUTARY OF BUTTERNUT CREEK.

"I CERTIFY UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE
LOCATIONS DESCRIBED HEREIN BY MYSELF OR MY AUTHORIZED AGENT, UNDER MY SUPERVISION."

REBECCA R. KIRK, RLA
"I CERTIFY THAT THE PERMITTEE'S EROSION, SEDIMENTATION AND POLLUTION CONTROL
PLAN, PROVIDES FOR AN APPROPRIATE AND COMPREHENSIVE SYSTEM OF BEST MANAGEMENT
PRACTICES REQUIRED BY THE GEORGIA WATER QUALITY CONTROL ACT AND THE DOCUMENT
"MANUAL FOR EROSION ANDSEDIMENT CONTROL IN GEORGIA" (MANUAL) PUBLISHED BY THE
STATE SOIL AND WATER CONSERVATION COMMISSION AS OF JANUARY 1 OF THIS YEAR IN
WHICH THE LAND-DISTURBING ACTIVITY WAS PERMITTED, PROVIDES FOR THE SAMPLING
OF THE RECEIVING WATER(S) OR THE SAMPLING OF THE STORM WATER OUTFALLS AND
THAT THE DESIGNED SYSTEM OF BEST MANAGEMENT PRACTICES AND SAMPLING METHODS
IS EXPECTED TO MEET THE REQUIREMENTS CONTAINED IN THE GENERAL NPDES PERMIT NO.
GAR 1000001."

REBECCA R. KIRK, RLA
-THE DESIGN PROFESSIONAL WHO PREPARED THE ES&PC PLAN IS TO INSPECT THE INSTALLATION OF THE
INITIAL SEDIMENT STORAGE REQUIREMENTS AND PERIMETER CONTROL BMPS WITHIN 7 DAYS AFTER
INSTALLATION.
-THE PRIMARY PERMITTEE MUST RETAIN THE DESIGN PROFESSIONAL WHO PREPARED THE PLAN, EXCEPT
WHEN THE PRIMARY PERMITTEE HAS REQUESTED IN WRITING AND EPD HAS AGREED TO AN ALTERNATE
DESIGN  PROFESSIONAL, TO INSPECT THE INSTALLATION OF THE INITIAL SEDIMENT STORAGE
REQUIREMENTS  AND PERIMETER CONTROL BMPS WHICH THE DESIGN PROFESSIONAL DESIGNED WITHIN
SEVEN (7) DAYS  AFTER INSTALLATION. THE DESIGN PROFESSIONAL SHALL DETERMINE IF THESE BMPS
HAVE BEEN INSTALLED  AND ARE BEING MAINTAINED AS DESIGNED. THE DESIGN PROFESSIONAL SHALL
REPORT THE RESULTS OF THE  INSPECTION TO THE PRIMARY PERMITTEE WITH SEVEN (7) DAYS AND THE
PERMITTEE MUST CORRECT ALL  DEFICIENCIES WITHIN TWO (2) BUSINESS DAYS OF RECEIPT OF THE
INSPECTION REPORT FROM THE DESIGN  PROFESSIONAL UNLESS WEATHER RELATED SITE CONDITIONS
ARE SUCH THAT ADDITIONAL TIME IS REQUIRED.
-THE NOTICE OF INTENT MUST BE FILED WITH THE EPD 14 DAYS PRIOR TO THE START OF CONSTRUCTION.
-THE CONTRACTOR SHALL CONTACT BECKY KIRK AT SOUTHERN A & E, LLC 770-819-7777, 72-HOURS PRIOR
TO THE EPD REQUIRED 7-DAY INSPECTION.

-NO BUFFER ENCROACHMENTS WILL OCCUR; NO VARIANCES REQUIRED
-AMENDMENTS/REVISIONS TO THE ES&PC PLAN WHICH HAS A SIGNIFICANT EFFECT ON BMPs
 WITH A HYDRAULIC COMPONENT MUST BE CERTIFIED BY THE DESIGN PROFESSIONAL.
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-NON-EXEMPT ACTIVITIES SHALL NOT BE CONDUCTED WITHIN THE 25 OR 50-FOOT UNDISTURBED STREAM
BUFFERS AS MEASURED FROM THE POINT OF WRESTED VEGETATION OR WITHIN 25-FEET OF THE
COASTAL MARSHLAND BUFFER AS MEASURED FROM THE JURISDICTIONAL DETERMINATION LINE WITHOUT
FIRST ACQUIRING THE NECESSARY VARIANCES AND PERMITS.

34.879360 N      Latitude

-83.945648 W    Longitude

CHRIS CROW

UNION COUNTY SCHOOLS

124 HUGHES STREET

BLAIRSVILLE, GA 30512

706-745-2322 office

ccrow@ucschool.org email

Ca - Chatuge loam, occasionally flooded

CIE - Clifton-Evard complex, 10 to 25% slopes

UeE - Urban land-Evard-Clifton complex, 10 to

35% slopes

SUPERINTENDENT

JOHN HILL

UNION COUNTY SCHOOLS

124 HUGHES STREET

BLAIRSVILLE, GA 30512

706-745-2322 office

jhill@ucschool.org email

UNION COUNTY HIGH SCHOOL

153 PANTHER CIRCLE

BLAIRSVILLE, GA 30512

SITE LOCATION

Patrick Hallahan        phallahan@southernae.com

MOUNTAIN DISTRICT- ATLANTA SATELLITE

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
A

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
K

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
E

AutoCAD SHX Text
No. 770. 770


	Sheets and Views
	01697027_civ3D-C201-CKLT


