WALL - RE: ARCH. DOCUMENTS ——

CAULK/SEAL AROUND ENTIRE
PERIMETER OF UNIT -
EXTERIOR AND INTERIOR

ARCHITECTURAL STYLE
EXTRUDED ALUMINUM GRILLE.

LINTEL ANGLE

FACTORY PROVIDED TRIM KIT -
PAINT TO MATCH WALL PER
SPECIFICATION SECTION 09900

THRU WALL UNIT - MOUNT 1
BLOCK COURSE A.F.F.

CONDENSATE DRAIN - AS
REQUIRED. ROUTE TO 18" DIA.
BY 4 FT. DEEP GRAVEL

DRYWELL. PRIME AND PAINT

WALL SLEEVE

—— COVE BASE MOLDING RE: ARCH
DOCUMENTS

TO MATCH WALL PER SPEC.

SECTION 230713.

FINISHED FLOOR

THRU WALL HEAT PUMP DETAIL

NTS

EXTERIOR WALL. RE:
ARCHITECTURAL DOCUMENTS

INSULATE ACOUSTICALLY LINED
SUPPLY AND RETURN DUCTS
WITH RIGID BOARD VINYL BACKED
INSULATION AND WEATHERPROOF
PER SPECIFICATION SECTION
230713. DO NOT INSULATE OVER
FLEX CONNECTOR.

FULL SIZE, TRAPPED PVC
CONDENSATE LINE - EXTEND
FROM UNIT TO 24" DIA. BY 4 FT.
DEEP GRAVEL DRYWELL. SEE

DRAIN TRAP DETAIL.

INSULATED PLENUM
CURB/SUPPORT

BOTH LEGS OF DUCT SUPPORT
STAND SHALL BE 1" X 1" X 1/8" STEEL %
ANGLE. TYPICAL FOR S.A. AND R.A.

DUCT. WELD TO 1/8" STEEL PLATE

DUCT

AND PAINT TO MATCH UNIT PER
SPECIFICATION SECTION 099113.04. ———

4" X4" X 1/8" STEEL PLATE. ATTACH
TO PRESSURE TREATED BLOCK
WITH 1" STAINLESS STEEL SCREWS.

|
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i

|
=
1

1-1/2" X 1-1/2" X 1/2" STEEL ANGLE
DUCT SUPPORT. WELD TO VERTICAL
SUPPORTS AND PAINT TO MATCH
UNIT PER SPECIFICATION SECTION
099113.04.

6" X 6" X 2" PRESSURE TREATED
WOOD BLOCK

ROOF SURFACE OR MECHANICAL
EQUIPMENT PAD

DUCT SUPPORT STAND DETAIL

NTS

SEE FLOOR PLAN FOR
CONTINUATION, SIZE, AND
MOUNTING HEIGHT OF

DUCTS.

/
—

CHASE WALL RE:
ARCHITECTURAL DOCUMENTS

@ RE: ARCHITECTURAL DOCUMENTS
FOR WALL PENETRATION

FINISHED FLOOR

MECHANICAL EQUIPMENT PAD \

I AT I A R T R A R T N Ty

FLEX CONNECTOR - TYP FOR

S.A. AND R.A.

WELDED STEEL SUPPORT
STAND. SEE DUCT SUPPORT
STAND DETAIL.

PMU ON INSULATED PLENUM BOX FOR HORIZONTAL DISCHARGE DETAIL

NTS

DOUBLE THICKNESS
TURNING VANES

i iK M
Q 3
®© O
v v
WHERE SIDE ACCESS IS BALL JOINT BRACKET
NOT AVAILABLE DAMPER
ROD MAY BE EXTENDED = axc bxd =+~ RODLOCK
TO LOCKING QUAD. / N
DAMPER ROD
SPLITTER DAMPER
NOTE: LENGTH OF
j F DAMPER EQUAL TO
SUPPLY DUCT - SEE PLAN OR GREATER THAN
FOR SIZE WIDEST DUCT TAP

SPLITTER DAMPER DETAIL

NTS

—— 18 GAUGE WALL BOX,
PAINTED TO MATCH WALL

ot —— CAULK AROUND ENTIRE

COMBINATION LOUVER -t PERIMETER

DAMPER BLADE ————

| EDGE SEAL

:

BIRDSCREEN ——— JAMB ARM (CONCEALED
e IN CHANNEL LINKAGE)

AIR ;

FLOW / — JACKSHAFT
e LINKAGE

PROVIDE EXTENDED SILL /

FOR NEW CONSTRUCTION PR - MOTOR

AND FLANGE FRAME FOR /V

RENOVATION WORK. —————___

1 1 & LOUVERED FACE GRILLE -
" SECURE TO BLOCK. SEE
FLOOR PLAN FOR SIZE.

MOTOR BRACKET

COMBINATION LOUVER DAMPER DETAIL
NTS
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