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1

LEVEL 01 - LIGHTING PLAN

LIGHTING PLAN NOTES:

1.  PROVIDE 0-10V DIMMING CONTROL WIRING FROM DIMMER SWITCH 
TO EACH LIGHTING FIXTURE IN THIS SPACE.

2. PROVIDE SINGLE POLE LIGHTING CONTACTOR WITH HAND-OFF-
AUTO SWITCH.

LIGHTING FIXTURE SCHEDULE

Type Lamp (Lumens) Initial CCT Voltage Input Power Mounting Height

Approved Manufacturers and Catalog Numbers

Type CommentsManufacturer 1 Model 1 Manufacturer 2 Model 2 Manufacturer 3 Model 3

A4 4000 3500 K 120/277 33 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24CZ-LD4-40-UNV-L835-CD LITHONIA 2BLT4-40L-ADP-LP835 COLUMBIA LCAT-24-35-LW-G-EDU

A4E 4000 3500 K 120/277 33 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24CZ-LD4-40-UNV-L835-CD LITHONIA 2BLT4-40L-ADP-LP835 COLUMBIA LCAT-24-35-LW-G-EDU

A5 5000 3500 K 120/277 45 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24CZ-LD4-50-UNV-L835-CD LITHONIA 2BLT4-48L-ADP-LP835 COLUMBIA LCAT-24-35-ML-G-EDU

A5E 5000 3500 K 120/277 45 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24CZ-LD4-50-UNV-L835-CD LITHONIA 2BLT4-48L-ADP-LP835 COLUMBIA LCAT-24-35-ML-G-EDU

C4 4500 3500 K 120/277 44 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24GR-LD4-48-A19/156-UNV-L835 LITHONIA 2GTL-4-48L-A19-LP835 COLUMBIA LJT24-35MLG-FS-A19-E-U STATIC A19.156" LENS.

C4E 4500 3500 K 120/277 44 VA RECESSED 2x4 LIGHT FIXTURE METALUX 24GR-LD4-48-A19/156-UNV-L835 LITHONIA 2GTL-4-48L-A19-LP835 COLUMBIA LJT24-35MLG-FS-A19-E-U SAME AS TYPE 'C4' LIGHTING FIXTURE BUT PROVIDED WITH EMERGENCY BATTERY PACK PER SECTION 265100.

CV5 5500 3500 K 120/277 50 VA RECESSED 2x4 LIGHT FIXTURE NEWSTAR 57L24-D-C-L235-2/C-UN OR APPROVED EQUAL VANDAL RESISTANT .375" STATIC LENS.

CV5E 5500 3500 K 120/277 50 VA RECESSED 2x4 LIGHT FIXTURE NEWSTAR 57L24-D-C-L235-2/C-UN OR APPROVED EQUAL SAME AS TYPE 'CV5' LIGHTING FIXTURE BUT PROVIDED WITH EMERGENCY BATTERY PACK PER SECTION 265100. PROVIDE
REMOTE TEST SWITCH FOR EMERGENCY BATTERY OPERATION IN ADJACENT CEILING TILE.

E 3000 3000 K 120/277 48 VA RECESSED RLE 12SQLED-48-UNV-WL-DPG OR APPROVED EQUAL

F 5000 3500 K 120/277 42 VA SURFACE/CHAIN - 14' AFF LITHONIA ZL1N-L48-5000LM-FST-35K METALUX 4SNLED-LD4-40SL-LW-L835 COLUMBIA LCL4-35ML-E-U

FE 5000 3500 K 120/277 42 VA SURFACE/CHAIN - 14' AFF LITHONIA ZL1N-L48-5000LM-FST-35K METALUX 4SNLED-LD4-50SL-LW-L835 COLUMBIA LCL4-35ML-E-U

JC 4000 4000 K 120/277 46 VA EXTERIOR SURFACE MOUNTED
@ 8'-0" AFF

LITHONIA WST LED-2-10A700/40K-SR4 WIDELITE ASW-32G1-NW-3L-UNV-SM-EBB LSI XGBWM3-FT-LED-48-450-NW-UE INTEGRATED PHOTOCELL

PS 1400 3500 K 120/277 20 VA RECESSED 6" DOWNLIGHT GOTHAM EVO-35/14-6DFR-MVOLT OR APPROVED EQUAL NON-CONDUCTIVE SHOWER LIGHT. WET LOCATION IP65 RATED.

X1R LED 3500 K 120/277 6 VA LITHONIA LE-S-W-1-R-ELN MULE LIGHTING MD-B-1-R-WW DUAL-LITE SE-S-R-W-E PROVIDE NICAD BATTERY PACK

XR LED 0 VA 8' AFF SURE-LITES APWR2 LITHONIA ELA-T-QWP-LO309-SD DUAL-LITE EVO-D-W DC ONLY UNIT, WET LOCATION

NO SCALE
2

DETAIL - SURFACE CEILING MOUNTED EXIT LIGHT

NO SCALE
3

SCHEMATIC - EXTERIOR LIGHTING CONTROL HAND/OFF/AUTO SWITCH &

PHOTOCELL WITH CONTACTOR

NO SCALE
4

SCHEMATIC - CONNECTION OF LIGHT FIXTURES & OCCUPANCY SENSORS IN

CORRIDORS, PASSAGEWAYS, HALLWAYS, LOBBIES, AND COMMONS

NO SCALE
5

SCHEMATIC - CONNECTION OF LIGHT FIXTURES WITH OCCUPANCY SENSORS

12" = 1'-0"
6

SCHEMATIC - SINGLE BATHROOM WITH EXHAUST

FAN AND OCCUPANCY SENSOR

R # Doc # Date
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